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VCF53

This update makes Urano compatible with the new VCF53, Dual Urano Analog filter.
VCF53 is made all by discrete analog parts. When installed in Urano, it works as a dual channel
filter. When installed in VCF slot 1, it will add one analog filter to filter slot 1, and one to filter slot

3. When installed in VCF slot 2, it will add one filter to slot 2, and one to slot 4.

The filters placed in slot 1/3 can be set to LPF or BPF modes. The filters placed in slot 2/4 will
always be in LPF mode.

Resonance can be set to “Lo” (non-self-oscillating) or "Hi” (self-oscillating) for each filter.
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When installed in Urano, the jumper on VCF53 should be set to “Urano” mode.




Comb / Phazer Effect
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The Comb Filter effect has been renamed to Comb/Phazer, and two new modes have been added:
-Phazer. A classic phaser effect.
-Allpass. An all pass filter.




Function Generators

The Urano Envelopes can now be set in Function Generator mode and Looped Function Generator
mode, with settable Curve for the attack and decay segments.
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Decay Envelope Curve Parameter

A Curve parameter has been added to the Decay Envelope, to make this even more useful.
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To make room for this, the Multi/Single trigger parameter has been turned into a touch button.




Preset Level

A Preset Level parameter has been added to the Zone pages, to make it easier to match the total
levels of multiple presets.
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